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TECHNICAL SPECIFICATIONS:

Gross Weight 
(approx.)

Net Mass
(approx.)

0.665 Kg 0.900 kg 1.10 Kg 1.25 Kg 1.45 Kg

100 Gm 200 Gm 300 Gm 400 Gm 500 Gm

Maximum Volume 
Covered

0.130 m 0.260 m 0.290 m 0.520 m 0.650 m33333

Nomenclature
Mini Intui�ve 57  C 
Automa�c Fire Ext 
100gm SS SP Red

Mini Intui�ve 57  C 
Automa�c Fire Ext 
200gm SS SP Red

Mini Intui�ve 57  C 
Automa�c Fire Ext 
300gm SS SP Red

Mini Intui�ve 57  C 
Automa�c Fire Ext 
400gm SS SP Red

Mini Intui�ve 57  C 
Automa�c Fire Ext 
500gm SS SP Red

Please check the product specifications at the time of placing your order from our website (address of which is given at the end of this catalogue). Specifications can change without notice due to our continuous 
R&D and product improvisation initiatives. 

Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD*

Total Height of 
Fire Ext. (approx.)

68°C / 155°F57°C / 135°F 93°C / 200°F

182°C / 360°F 227°C / 440°F141°C / 286°F

79°C / 174°F

*QUARTZOID BULB KEY

PED 
BSI TESTED

PED 
BSI TESTED

PED 
BSI TESTED

PED 
BSI TESTED

PED 
BSI TESTED

10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 
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UKCA-PED



TECHNICAL SPECIFICATIONS:

Nomenclature

Mini Adap�ve 57  C 
Automa�c Fire Ext 
100 SS SP Red with 

50mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
100 SS SP Red with 

100mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
100 SS SP Red with 

200mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
200 SS SP Red with 

50mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
200 SS SP Red with 

100mm barrel

Gross Weight 
(approx.)

Net Mass 
(approx.)

0.695 Kg 0.738 Kg 0.822 Kg 0.935 kg 0.970 Kg 

100 Gm 100 Gm 100 Gm 200 Gm 200 Gm

Maximum Volume 
Covered 0.260 m30.260 m30.130 m3 0.130 m3 0.130 m3

10 / 12 Bar

40 mm 40 mm 40 mm 50 mm 50 mm

35 Bar 35 Bar 35 Bar 35 Bar 35 Bar

1.2 mm 1.2 mm 1.2 mm 1.2 mm 1.2 mm

68°C / 155°F57°C / 135°F 93°C / 200°F

182°C / 360°F 227°C / 440°F141°C / 286°F

79°C / 174°F

*QUARTZOID BULB KEY

Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD*

Total Height of 
Fire Ext. (approx.)

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 10 / 12 Bar

Please check the product specifications at the time of placing your order from our website (address of which is given at the end of this catalogue). Specifications can change without notice due to our continuous 
R&D and product improvisation initiatives. 

UKCA-PED



TECHNICAL SPECIFICATIONS:

Nomenclature

Mini Adap�ve 57  C 
Automa�c Fire Ext 
200 SS SP Red with 

200mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
300 SS SP Red with 

50mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
300 SS SP Red with 

100mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
300 SS SP Red with 

200mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
400 SS SP Red with 

50mm barrel

Gross Weight (approx.)

Net Mass (approx.)

1.05 Kg 1.07 Kg 1.12 Kg 1.20 Kg 1.27 Kg

200 Gm 300 Gm 300 Gm 300 Gm 400 Gm

Maximum Volume 
Covered

30.520 m30.290 m30.290 m30.290 m30.260 m

10 / 12 Bar

40 mm 50 mm 50 mm 50 mm 50 mm

35 Bar 35 Bar 35 Bar 35 Bar 35 Bar 

1.2 mm 1.2 mm 1.2 mm 1.2 mm 1.2 mm

68°C / 155°F57°C / 135°F 93°C / 200°F

182°C / 360°F 227°C / 440°F141°C / 286°F

79°C / 174°F

*QUARTZOID BULB KEY

Automa�c QBD*

Total Height of Fire Ext. 
(approx.)

Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD*

10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 10 / 12 Bar

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED
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Please check the product specifications at the time of placing your order from our website (address of which is given at the end of this catalogue). Specifications can change without notice due to our continuous 
R&D and product improvisation initiatives. 

PED Yes Yes Yes Yes Yes

UKCA-PED Yes Yes Yes Yes Yes



TECHNICAL SPECIFICATIONS:
Nomenclature

Mini Adap�ve 57  C 
Automa�c Fire Ext 
400 SS SP Red with 

100mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
400 SS SP Red with 

200mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
500 SS SP Red with 

50mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
500 SS SP Red with 

100mm barrel

Mini Adap�ve 57  C 
Automa�c Fire Ext 
500 SS SP Red with 

200mm barrel

Gross Weight (approx.)

Net Mass (approx.)

1.30 Kg 1.39 Kg 1.46 Kg 1.50 Kg 1.58 Kg

400 Gm 400 Gm 500 Gm 500 Gm 500 Gm

Maximum Volume 
Covered 0.520 m 0.520 m3 3 0.650 m3 0.650 m3 0.650 m3

10 / 12 Bar

50 mm 50 mm 50 mm 50 mm 50 mm

35 Bar 35 Bar 35 Bar 35 Bar 35 Bar

SS 316L (1.4435)

1.2 mm 1.2 mm 1.2 mm 1.2 mm 1.2 mm

SS 316L (1.4435) SS 316L (1.4435) SS 316L (1.4435) SS 316L (1.4435)

68°C / 155°F57°C / 135°F 93°C / 200°F

182°C / 360°F 227°C / 440°F141°C / 286°F

79°C / 174°F

*QUARTZOID BULB KEY

Automa�c QBD*

Total Height of Fire Ext. 
(approx.)

Automa�c QBD* Automa�c QBD* Automa�c QBD* Automa�c QBD*

10 / 12 Bar 10 / 12 Bar 10 / 12 Bar 10 / 12 Bar

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

PED
BSI TESTED

Please check the product specifications at the time of placing your order from our website (address of which is given at the end of this catalogue). Specifications can change without notice due to our continuous 
R&D and product improvisation initiatives. 

PED

UKCA-PED

Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes
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